
FSC C021324 
The mark of responsible forestry

(Available upon request)

SCS Validation
SCS-NAF-01510

No-Added Formaldehyde

SCS Certi�ed
SCS-MC-02470
Pre-Consumer Recycled 
Wood Content

ECC Certi�ed
Speci�cation CPA ECC 4-11
CARB Third Party Certi�er TPC-1

CAN/ULC-S102 certi�cation is for 
1/2" and thicker product.

CHPS Compliant
Meets Materials Speci�cations for VOC 

emissions section 01350

MILL CAPABILITIES

• 4' and 5' widths

• Lengths up to 16'

• Custom sizes available upon request

• Cut-to-size and special packaging 
available

• Minimums may apply

HANDLING & STORAGE

• Store indoors on a flat, level surface with adequate support to prevent sagging

• Refer to Architectural Woodworking Standards (AWS) for fabricating and 
installation processes

• For best results, panels should be conditioned to the environment for 48-72 hours 
prior to fabricating

APPLICATIONS

• LEED® projects

• Schools

• Hospitals

• Hospitality

• Airports

• Cabinetry

• Laminating 
substrate

• Furniture

• Casework

• Fixtures

Average physical properties for 3/4" panel, based 
on a 5 panel average, when tested in accordance 
with ASTM D1037-12. Specific design applications 
and technical data are available upon request.

Technical Data

Density 49 lb/ft 3

Internal Bond 180 lb/in2

Modulus of Rupture 2,600 lb/in2

Modulus of Elasticity 500,000 lb/in2

Hardness 1,250 lbs Janka

Screw Holding, Face 350 lbs

Screw Holding, Edge 280 lbs

Thickness Tolerance ± 0.005"

Length/Width Tolerance ± 1/16"

Squareness Tolerance ± 1/8"

Flame Spread Rating Class 1 (A)


